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LEAD LINED 

IRON PIPE COMPANY, 



WAKENLID, MASS. 
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The History of Lead Lined Iron Pipe and Tin 
Lined Iron Pipe in the United States and 
Europe. 
Am mi-is have been made, from time to time, 

both in the I nited States an. I Kurupe, to make :i 
l.i LB I.im ii Ikon l'n-i: and Tin I.ini d Ikon Ptpi 
with the two metals I'nse.l together so there con 1. 1 be 



ao separation, as the liquids getting between the 
two metals would cause them to collapse, and es- 
pecially in hot water or hot acids, and it remained 
tor the Lead Lined Iron Pipe Co., of Wakefield, 
Mass., to perfect the pipe and also the fittings, and 
with our eighteen years' business experience in this 
line we can furnish you with a pipe that will stand 
the hardest kind of usage. » Hir Pipe can be bent 
and cut and used rousrhly without any injury to 
the lining, as it is one solid composite pipe. The 
Pipe is made as follows: A length of Iron Pipe is 
taken and thoroughly pickled and given a bath of 
tin, which solders il inside and outside, making it. 
even before the introduction of the lining a positive 
Pipe that can have no pin holes in it as is often the 
case in Iron Pipe, either black or galvanized, ami 
being weak at the weld. Whereas, this Pipe solders 
the weld from end to end and after it is lined it is 
practically extra heavy. The lining of lead or tin 
is poured into the Iron Pipe in a molten state around 
a mandrel, and the lining is thoroughly fused onto 
the Iron Pipe. Be sure when ordering or specifying 
Lead Lined Iron Pipe or Tin Lined Iron Pipe, 
that the lining must be amalgamated onto the iron. 

Tin Lined and Lead Lined Iron Pipes for Buildings 

Is largely used in buildings and houses and cannot 
be attacked by rats, or damaged by carpenters driv- 
ing nails into the pipes. It will stand the highest 
pressure without bursting, and is highly recommend- 
ed for fire mains or sprinkler systems, in buildings, 
not rusting out, as is the case with iron pipe. 

You will notice cuts of Lead Lined Iron Tee and 
Tin Lined Iron Elbow, and the Tin Lined and Lead 
Lined Threads in them. These are patented by us, 
and all other kinds of that nature are an infringe- 



Lead Lined Iron Pipe as a Chemical Waste for 
School Houses and Hospitals. 

\in occurs that the water from chem- 
ical laboratories and from hospitals is strongly im- 
pregnated with acids and it eats out iron pipe.but 
has no effect on Lfad Lined Ikon Pipe. We make 
all kinds of traps, fittings and bends, for use on 
that work, and some of the largest Hospitals and 
Schoolhouses in the United States are fitted up 
with our Lead Lined Pipe on all their waste pipes 
where acids or corrosive liquors are used. This 
pipe is lined with pure chemical lead upon which the 
no effect. 
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Lead Lined Iron Pipe for Pulp and Paper Mills. 



Lead Lined Iron Pipe for Acids 
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pipe foi use mi all kinds of aciils, hot and cold 
For a hot acid we use a hardened lead. If you have 
any pipe that is constantly eating out, write us and 
we will gi\r yiiu all particulars in regard to the kind 
of pipe you should use. 

Salt water is one of the worst waters to eat out 
pipe, whether iron, brass or copper, but it does not 
attack li wi Lined Ikon Pipe. 

Pump Column Pipes for Mines and Salt Wells. 

We makk a pump column pipf. to stand any pres- 
sure specified. The joints are flanged together and 
the lead is recessed into tin- flanges to make the gas- 
ket, making one continuous lead lining. 

I "i -.' hi i which i-imtains sulphur acid, or other 
corrosive propcrt ie-, this pipe for pump columns has 
no equal. It is in iw in the largest nipper and coal 
id for sail wells we use deep-well tubing 




Lead Lined Iron Unions. 
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Lead Lined Iron Stop Cocks. 

You will notice a cut of our Leas Lined Ikon 
Stop Cock. These cocks can be either flanged or 
screwed, and they are lined with hard chemical lead 
which acids do not attack. The plug is made of an 
acid-resisting bronze, and the opening in the plug 
is thoroughly protected with lead. We make the 
plug part cit" bronze in order that it will work easier 
on the lead lining of the Stop Cock and it does not 
stick as is the case in other kinds of Stop Cocks. 

PRICE LIST 
Lead Lined Stop Cocks. 



PRICE LIST 
Lead Lined Gate Valves. 



18.50 
. 28.00 
. 4000 
. 57.14 
. 82.00 
. 94.60 
.115.00 
180.00 



Lead Lined Iron Valves 
\\ i present you cuts of our Lead Lined Iron 
Valves. Our Valve is made of the gate pattern, 
and all interior parts are thoroughly protected with 
lead, and th. < liance for any corro- 

sive acid- or liquors to attack the iron. Cuts 1 and 
2 show the Valve taken apart, and you can notice 
the interior. Cut 3 -hows an Angle Valve, which 
is al.-o thoroughly protected with lead. We can 
make and line any kind of a Valve you desire, 
either flang* >• -Valves have been 

subjected to the harde-1 land of usage, both in salt 
acids, and they have stood the test for 
th.- pa-t eighteen \ 
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STANDARD 

Lead Lined Iron Fittings and 

Tin Lined Iron Fittings. 
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Lead Covered Coils, Tubes and Pipe. 

There haf md growing demand 

for a pipe, with a lead lining on the outside, instead 
of the inside, and we make it with the lining fused 
on, just the same as we do when the lii 
onto the inside of a pipe. Different work requires 
different kinds of pipe, some work must be done 
with a copper or brass pipe, and these can be bent 
into coils of any shape and can be of either heavy or 
light tubing, just as one desires. 5>teani can pass 
through the coils, while acids or anv corrosive 
liquors can be on the outside without doing any 
injury, as the lead protects the coil of pipe from all 
corrosion. It often happens that steam must be 
forced through the coils at a very high temperature, 
which makes the corrosive liquors attack the out- 
side all the harder, but the lead covering stops all 
corrosion. These coils of pipe can be made of either 
brass, copper or iron. You will notice the cuts of 
a coil and small section of pipe with the outside 
_ : lead on the opposite page. In asking 
for prices kindly give us dimensions, length, number 
of feet desired in the coil: also sizes, and we will 
quote you prices. 

Remember a lead covered pipe or coil will outlast 
one that is not covered, many times over. 
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Tin Lined Iron Pipe 
We ham manufactured Tin Lined Iron Pipe for 
n years. We are constantly furnishing it 
in creameries, and for bouse plumbing, where the 
water is conducted from springs; especially country 
i « herever a superior 
-desired. This pipe 
-icians, sanitary en- 
gineers and health boards throughout the United 
States. We have furnished a larse amount of this 
pipe to wineries, for conducting wines and liquors 
or any work of that nature. Made in sizes V' up to 
10", but listed only to 8". Prices given on larger 
sizes on application. 

The thickness of the tin is greater than in any other 
mined pipes made. Do n't confound the use of our 
fin Lined Iron Pipe with Tin Lined Brass or Tin 
Lined Lead, as they are -imply a wash, while our tin 
lining is a distinct thickness of tin amalgamated to 
the iron 
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Brass Pipe Lined with Tin for open work plumb- 
ng. Prices furnished on application. 



REMEMBER ! 

Our LEAD LINED IRON PIPE is half the price 
of Brass or Copper Pipe, and it will outlast, 
either of them, as the lead lining is fused onto 
the iron in such manner that, it is impossible for 
the two metals to become separated 

We can cut your pipe to sketch if desired. 

Save money and use LEAD LINED IKON PIPE. 

IMPORTANT! 

If our pipe is to be used on any liquids but 
water, it must be stated so in your order. If 
nothing is mentioned in your order, we will fur- 
nish you pipe for water, as a pipe for acids or 
other liquids must be made up specially, and do 
not use our water pipe for any other purpose. 

TIN LINED IRON PIPE is used for vinegar, 
wines, liquors, carbonating plants, distilled water, 
and for pure drinking water. 



